


Horizon Fuel Cell Lab Series: cost-effective testing solutions

High resolution voltage and current measurement systems provide both accuracy and convenience, eliminating the
need for a DMM, external shunts and wiring. Three different solutions for three different fuel cell power levels, ranging
from 300W to 5kW. These |lab testing products are the most cost-effective option on the market today!

Specifications

IT8512{300W)
Input Rating 300W [/ 120V /f 304

A n(22 2008 4 | L. | Dimensions (W*H*D) 21.45*8.82* 35.46cm ; 8.44*3.47*13.96in
: TAGE e i Operating Temperature 0-40°C ; 32-104 F
| | E Short Circuit Current =30A Resistance =40m0
Transition Frequency 0.1Hz-100KHz
IT8512 - 300 CC-Mode Range: 0-3A Range: 0-304
Resolution: 0.1maA Resolution: ImA
Accuracy: 0.05%+0.1%F5 Accuracy: 0.1%+0.1%F5
CR-Mode Range: 0.1-980 Range: 100-4K0
Resolution: 0.010 Resolution: 102
Accuracy: 1%+0.3%F5 Accuracy: 1%+0.8%F5

] ] CV-Mode Range: 0-18Y
100W PEMFC Compatible with Resolution: 1ImV Resolution: 10my
all Harizon fuel cells Accuracy: 0.05%+0.02%FS Accuracy: 0.05%+0.025%FS
up to 300W CW-Mode Range: 0-100W Range: 100-300W
Resolution: ImW Resolution: 10mw
Accuracy: 1%+0.1%F5 Accuracy: 1%+0. 1%F5
ITBS14F (1.2kW)
Dimensions (W*H*D) 42.9*8.82* 45.89cm ; 16.89*3.47*18.07 in
Operating Temperature 0-40°C ; 32-104 F
Short Circuit Current =240A Resistance sBmi
Transition Frequency 0.1Hz-1KHz
CC-Mode Range: 0-244 Range: 0-2404
Resolution: ImA Resolution: 10maA,
Accuracy: 0.1%-+0,1%F5 Accuracy: 0.2%+0,15%F5
CR-Mode Range: 0.1-990) Range: 100-4K0
Resolution: 0.010 Resolution: 100
‘ Y Compatible with Accuracy: 1%+0.3%FS Accuracy: 1%-+0.8%FS
J4 all Horizon fuel cells CV-Mode Range: 0-18V Range: 0-120V
el up to 1kwW Resolution: 1mV Resolution: 10mV
KW PEMEC Accuracy: 0.05%+0.02%F5 Accuracy: 0.05%+0.025%F5
CW-Maode Range: 0-100W Range: 100-1200W
Resolution: 1mW Resolution: 100mwW
Accuracy: 1%+0.1%F5 Accuracy: 1%+0.1%F5
IT8518C (5kW)
Dimensions (W*H*D) 48.95 *35.7* 53.85cm ; 19.27%14.06*21.2in
Operating Temperature 0-40°C ; 32-104 F
Short Circuit Current =1204 Resistance =30mQ
Transition Frequency 0.1Hz-1KHz
CC-Mode Range: 0-12A Range: 0-120A
Resolution: 1mA Resolution: 10mA
Accuracy: 0.1%+0.1%F5 Accuracy: 0.2%+0.15%F5
CR-Mode Range: 0.1-990) Range: 100-4KC)
Resolution: 0.0102 Resolution: 10
|T351 EC'- Eﬂﬂﬂ Accuracy: 1%+0.3%F5 Accuracy: 1%6+0.8%F5
L . CV-Mode Range: 0-18v Range: 0-500V
Resolution: ImWy Resolution: 10mV
BAccuracy: 0.05%+0.02%F5 Accuracy: 0.05%+0.025%F5
CW-Mode Range: 0- 100w Range: 100-5000W
Resolution: ImwWw Resolution: 100mW
Accuracy: 1%+0.1%F5 Accuracy: 1%-+0.1%F5
Compatible with Standard Accessories
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